Union County Improvement Authority BID SPECIFICATIONS
Union County Government Complex November §, 2023

SECTION 102813 TOILET ACCESSORIES

PART 1 - GENERAL

1.1

A

1.2

1.3

1.5

GENERAL REQUIREMENTS

Work of this Section, as shown or specified, shall be in accordance with the requirements of the
Contract Documents.

SECTION INCLUDES

Work of this Section includes all labor, materials, equipment, and services necessary to
complete the toilet accessories as shown on the drawings and/or specified herein, including, but
not limited to, the following:

Mirrors, including tilted ADA-compliant mirrors.

Grab bars.

Diaper-changing stations.

Under lavatory guards.

MBI e

Additional toilet accessories as scheduled on the drawings.

RELATED SECTIONS

Gypsum Drywall - Section 092900.
Ceramic Tiling - Section 093013.
Toilet Partitions - Section 102113.
QUALITY ASSURANCE

Inserts and Anchorages: Furnish inserts and anchoring devices which must be set in concrete or
built into masonry; coordinate delivery with other work to avoid delay.

Accessory Locations: Coordinate accessory locations with other work to avoid interference and
to assure proper operation and servicing of accessory units. Accessories shall be installed at

heights in compliance with prevailing Handicapped Code.

Products: Unless otherwise noted, provide products of same manufacturer for each type of unit
and for units exposed in same areas.

SUBMITTALS

Product Data: Submit manufacturer's technical data, catalog cuts and installation instructions for
each toilet accessory.

Setting Drawings: Provide setting drawings, templates, instructions, and directions for
installation of anchorage devices in other work

Submit schedule of accessories indicating quantity and location of each item.
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1.6 PRODUCT HANDLING
A.  Deliver accessories to the site ready for use in the manufacturer's original and unopened

containers and packaging, bearing labels as to type or material, manufacturer's name and brand
name. Delivered materials shall be identical to approved samples.

PART 2 - PRODUCTS
2.1 MATERIALS

A Stainless Steel: ASTM A 240 or ASTM A 666, Type 304, with polished No. 4 finish, 22 gauge
minimum, unless otherwise indicated.

B. Brass: ASTM B 19 flat products; ASTM B 16, rods, shapes, forgings, and flat products with
finished edges; or ASTM B 30, castings.

C. Galvanized Steel Sheet: ASTM A 653, G60.

D.  Chromium Plating: Nickel and chromium electro-deposited on base metal, ASTM B 456, Type
SC 2.

E. Mirrors: ASTM C 1503, mirror glazing quality, clear glass mirrors, nominal 1/4" thick.
2.2 FASTENING DEVICES

A.  Exposed Fasteners: Theft-proof type, chrome plated, or stainless steel; match finishes on which
they are being used.

B. Concealed Fasteners: Galvanized (ASTM A 123) or cadmium plated.
C.  No exposed fastening devices permitted on exposed frames.

D.  For metal stud drywall partitions, provide ten (10) gauge galvanized sheet concealed anchor
plates for securing surface mounted accessories.

23 FABRICATION

A.  General: Stamped names or labels on exposed faces of toilet accessory units are not permitted.
Unobtrusive labels on surfaces not exposed to view are acceptable. Where locks are required for
a particular type of toilet accessory, provide same keying throughout project. Furnish two keys
for each lock.

B. Surface-Mounted Toilet Accessories, General: Fabricate units with tight seams and joints,
exposed edges rolled. Hang doors or access panels with continuous stainless steel piano hinge.
Provide concealed anchorage.

C. Recessed Toilet Accessories, General: Fabricate units of all welded construction, without
mitered corners. Hang doors of access panels with full-length stainless steel piano hinge.

Provide anchorage that is fully concealed when unit is closed.

D.  Diaper-Changing Table: As manufactured by Koala Kare products, Division of Bobrick;
recessed-mounted horizontal unit that opens by folding down from stored position and with
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child-protection strap. Diaper-changing table shall be engineered to support a minimum of 250
Ib. static load when opened.

24 ACCESSORY SCHEDULE

A.  Refer to Drawings.

PART 3 - EXECUTION
3.1 INSPECTION

A.  Examine the areas and conditions where toilet accessories are to be installed and correct any
conditions detrimental to the proper and timely completion of the work. Do not proceed with the
work until unsatisfactory conditions are corrected to permit proper installation of the work.

3.2 PREPARATION

A.  Accessories that are to be partition mounted shall be closely coordinated with other trades, so
that the necessary reinforcing is provided to receive the accessories.

B. Furnish templates and setting drawings and anchor plates required for the proper installation of
the accessories at gypsum drywall and masonry partitions. Coordinate the work to assure that
base plates and anchoring frames are in the proper position to secure the accessories.

C. Verify by measurements taken at the job site those dimensions affecting the work. Bring field
dimensions that are at variance with those on the approved shop drawings to the attention of the
Architect. Obtain decision regarding corrective measures before the start of fabrication of items
affected.

D.  Cooperate in the coordination and scheduling of the work of this Section with the work of other
Sections so as not to delay job progress.

33 INSTALLATION

A.  Install accessories at locations indicated on the drawings, using skilled mechanics, in a plumb,
level and secure manner.

B. Concealed anchor assemblies for gypsum drywall partitions shall be securely anchored to metal
studs to accommodate accessories. Assemblies shall consist of plates and/or angles tack welded
to studs.

C. Secure accessories in place, at their designated locations by means of theft-proof concealed set

screws, so as to render removing of the accessory with a screwdriver impossible.

D.  Unless otherwise indicated, accessories shall conform to heights from the finished floor as
shown on the drawings. Where locations are not indicated, such locations shall be as directed by
the Architect.

E. Installed accessories shall operate quietly and smoothly for use intended. Doors and operating

hardware shall function without binding or unnecessary friction. Dispenser type accessories
shall be keyed alike. Prior to final acceptance, master key and one duplicate key shall be given
to Owner’s authorized agent.
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F. The Architect shall be the sole judge of workmanship. Workmanship shall be of the highest
quality. Open joints, weld marks, poor connections, etc., will not be permitted. The Architect
has the right to reject any accessory if he feels the workmanship is below the standards of this
project.

G.  Grab bars shall be installed so that they can support a three-hundred (300) 1b. load for five
minutes per ASTM F 446.

34 CLEANING AND PROTECTION
A.  Upon completion of the installation, clean accessories of dirt, paint and foreign matter.
B.  During the installation of accessories and until finally installed and accepted, protect accessories
with gummed canvas or other means in order to maintain the accessories in acceptable

condition.

C.  Replace and/or repair, to the Owner's satisfaction, and at no additional cost to the Owner,
installed work that is damaged or defective.

END OF SECTION 102813
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