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SECTION 083113 ACCESS DOORS 

PART 1 - GENERAL 

1.1 GENERAL REQUIREMENTS 

A. Work of this Section, as shown or specified, shall be in accordance with the requirements of the 
Contract Documents. 

1.2 SECTION INCLUDES 

A. Work of this Section includes all labor, materials, equipment, and services necessary to 
complete the access doors as indicated on the drawings and/or specified herein, including, but 
not limited to, the following: 

1. Frameless recessed panel access doors at drywall ceilings and walls. 
2. Framed flush panel access doors at masonry and tile walls. 
3. Provide access doors and frames for access from occupied spaces to the following, where 

indicated or required, and as directed by the trades of Divisions 23 and 26. 

a. All shutoff or balancing valves. 
b. Fire dampers, as required. 
c. Points of duct access. 
d. Pull boxes. 
e. Controls of mechanical and electrical items. 
f. Masonry shafts for pipes and conduits, as required. 
g. Pipe spaces, if required. 
h. Inlets of fans. 
i. Fusible link and splitter damper at filter bank. 
j. Automatic damper and motor. 
k. Equipment not otherwise accessible. 

1.3 RELATED SECTIONS 

A. Unit Masonry - Section 042000. 

B. Gypsum Drywall - Section 092900. 

C. Ceramic Tiling - Section 093013. 

D. Valves and connections - Division 23. 

1.4 QUALITY ASSURANCE 

A. For actual installation of the work of this Section, use only personnel who are thoroughly 
familiar with the manufacturer's recommended methods of installation and who are completely 
trained in the skills required. 

B. Fire-Resistance Ratings: Wherever a fire-resistance classification is shown, or for construction 
where access doors are installed, provide required access door assembly with panel door, frame, 
hinge and latch from manufacturers listed in Underwriters' Laboratories, Inc. "Classified 
Building Materials Index" for the rating shown. 
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1. Provide UL label on each access panel. 
2. Provide flush, key operated cylinder lock. 

C. Size Variations: Obtain Architect's acceptance of manufacturer's standard size units which may 
vary slightly from sizes shown or scheduled. 

1.5 SUBMITTALS 

A. Before any materials of this Section are delivered to the job site, submit complete 
manufacturer's literature to the Architect. Submit plans and schedules showing size and location 
of each and every access door for Architect's acceptance prior to installation. 

1.6 PRODUCT HANDLING 

A. Protection: Use all means necessary to protect the materials of this Section before, during and 
after installation and to protect the installed work and materials of all other trades. 

B. Replacements: In the event of damage, immediately make all repairs and replacements 
necessary. 

PART 2 - PRODUCTS 

2.1 MATERIALS AND FABRICATION 

A. Provide access door assembly manufactured by Milcor Inc., Nystrom Inc., Karp Associates, Inc. 
or approved equal.  Assembly shall be an integral unit complete with  all parts and ready for 
installation. 

B. Fabricate units of continuous welded steel construction. Grind welds smooth and flush with 
adjacent surfaces. Provide attachment devices and fasteners of the type required to secure access 
panels to the types of supports shown. 

C. Frames for Masonry and Tile Wall Only (Flush Panel Units): Fabricate frame from sixteen (16) 
gauge steel. Provide frame with exposed flange not less than one (1) inch wide around perimeter 
of frame for exposed masonry and tile finishes. 

1. For installation in masonry construction, provide frames with adjustable metal masonry 
anchors.  

D. Frameless Units for Drywall Surfaces (Recessed Panel Units): Provide access doors without 
exposed frames for drywall adhered to recessed panel. 

E. Panels: Fabricate from fourteen (14) gauge steel, with concealed spring hinges set to open to 
175 degrees. Provide removable pin type hinges of the quantity required to support the access 
panel sizes used in the work. Finish with manufacturer's factory applied baked enamel prime 
coat applied over phosphate protective coating on steel. 

F. Locking Devices 

1. For non-rated access doors, provide flush, screwdriver operated cam locks of number 
required to hold door in flush, smooth plane when closed. 

2. For fire rated doors, provide locks as described in paragraph 1.4, B. herein. 
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G. Inserts and Anchorage: Furnish inserts and anchoring devices which must be built into masonry 
for the installation of access panels. Provide setting drawings, templates, instructions, and 
directions for installation of anchorage devices. Coordinate delivery with other work to avoid 
delay. 

PART 3 - EXECUTION 

3.1 INSPECTION 

A. Examine the areas and conditions where access doors are to be installed and correct any 
conditions detrimental to the proper and timely completion of the work.  Do  not proceed with 
the work until unsatisfactory conditions are corrected to permit proper installation of the work. 

3.2 COORDINATION 

A. Coordinate all work with the mechanical trades to insure proper locations and in a timely 
manner to permit orderly progress of the total work. 

B. Set frames accurately in position and securely attach to supports with face panels plumb or level 
in relation to adjacent finish surfaces. 

C. Adjust hardware and panels after installation for proper operation. 

D. Remove and replace panels or frames which are warped, bowed, or otherwise damaged. 
 
 

END OF SECTION 083113 
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