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GLAZING SURFACE FILM  088700-1 

SECTION 088700 GLAZING SURFACE FILM 

PART 1 - GENERAL 

1.1 GENERAL REQUIREMENTS 

A. Work of this Section, as shown or specified, shall be in accordance with the requirements of the 
Contract Documents. 

1.2 SECTION INCLUDES 

A. Work of this Section includes all labor, materials, equipment and services necessary to complete 
glazing surface film as shown on the drawings and/or specified herein. 

1.3 SUBMITTALS 

A. Product and Maintenance Data: For glazing surface film. 

B. Samples: 12 inches square of glass with glazing film. 

C. Qualification Data: For installer. 

D. Shop Drawings: For glazing film text and/or designs and patterns. 

PART 2 - PRODUCTS 

2.1 GLAZING SURFACE FILM 

A. 3M Fasara; design as selected by Architect or approved equal. See Door/Window Schedule for 
further detail (extent and location). 

PART 3 - EXECUTION 

3.1 APPLICATION OF GLAZING SURFACE FILM 

A. Follow manufacturer's written instructions. 

3.2 CLEANING AND PROTECTION 

A. Protect glazing surface film from contact with contaminating substances resulting from 
construction operations. If, despite protection, contaminating substances do come into contact 
with film, remove substances immediately as recommended by film manufacturer. 

 

END OF SECTION 088700 
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